2019/01/08 15:00:00 00000000 s >> OSCam <<  cardserver log switched, version build-DreamOSat-1.20_svn, build r11445 (arm-linux-gnueabihf)

2019/01/08 15:00:00 00000000 s     (main) System name    = Linux

2019/01/08 15:00:00 00000000 s     (main) Host name      = vuduo4k

2019/01/08 15:00:00 00000000 s     (main) Release        = 4.1.45-1.17

2019/01/08 15:00:00 00000000 s     (main) Version        = #1 SMP Wed Dec 12 02:18:22 UTC 2018

2019/01/08 15:00:00 00000000 s     (main) Machine        = armv7l

2019/01/08 15:00:00 00000000 s     (main) Stb model      = dm8000

2019/01/08 15:00:00 00000000 s     (main) Stb vumodel    = vuduo4k

2019/01/08 15:00:00 00000000 s     (main) Stb boxtype    = vuduo4k

2019/01/08 15:00:00 00000000 s     (main) creating pidfile /tmp/.oscam/oscam.pid with pid 15390

2019/01/08 15:00:00 00000000 s      (emu) OSCam-Emu version 782

2019/01/08 15:00:00 00000000 s   (config) userdb reloaded: 1 accounts loaded, 0 expired, 0 disabled

2019/01/08 15:00:00 00000000 s     (main) signal handling initialized

2019/01/08 15:00:00 00000000 s   (config) 3 provid's loaded

2019/01/08 15:00:00 00000000 s   (config) 28 service-id's loaded in 0 ms

2019/01/08 15:00:00 00000000 s   (reader) emulator [emu] creating thread for device emulator

2019/01/08 15:00:00 00000000 s     (stat) loadbalancer: could not open /tmp/.oscam/stat for reading (errno=2 No such file or directory)

2019/01/08 15:00:00 00000000 s     (main) waiting for local card init

2019/01/08 15:00:00 3A20347D r   (reader) emulator [emu] Reader initialized (device=emulator, detect=cd, mhz=357, cardmhz=357)

2019/01/08 15:00:00 05FC2095 h    (webif) webif: decompressed 180727 bytes back into 445688 bytes

2019/01/08 15:00:00 05FC2095 h    (webif) HTTP Server running. ip=0.0.0.0 port=8888

2019/01/08 15:00:01 3A20347D r   (reader) emulator [emu] card detected

2019/01/08 15:00:02 3A20347D r   (reader) emulator [emu] found card system emu

2019/01/08 15:00:02 3A20347D r   (reader) emulator [emu] THIS WAS A SUCCESSFUL START ATTEMPT No  1 out of max alloted of 1

2019/01/08 15:00:02 3A20347D r      (emu) Reading key file: /etc/tuxbox/config/SoftCam.Key

2019/01/08 15:00:02 3A20347D r      (emu) Total keys in memory: W:0 V:13 N:9 I:7 S:2 F:217 P:434 D:0 T:13

2019/01/08 15:00:03 00000000 s     (main) init for all local cards done

2019/01/08 15:00:03 00000000 s (emmcache) loading emmcache disabled since no reader is using it!

2019/01/08 15:00:03 00000000 s (emmcache) loading emmstats disabled since no reader is using it!

2019/01/08 15:00:03 00000000 s (anticasc) anti cascading disabled

2019/01/08 15:00:03 556FD47A c   (client) plain dvbapi-client granted (dvbapiau, au=off)

2019/01/08 15:00:03 556FD47A c   (dvbapi) Detected /dev/dvb/adapter0/demux0 Api: 0, userconfig boxtype: 1 maximum amount of possible filters is 32 (oscam limit is 32)

2019/01/08 15:00:05 556FD47A c   (dvbapi) Demuxer 0 ecmpid 0 CAID: 0B00 ECM_PID: 1B9F PROVID: 000000 

2019/01/08 15:00:05 556FD47A c   (dvbapi) Demuxer 0 found 1 ECMpids and 3 STREAMpids in caPMT

2019/01/08 15:00:05 556FD47A c   (dvbapi) Demuxer 0 no suitable readers found that can be used for decoding!

2019/01/08 15:00:05 556FD47A c   (dvbapi) Demuxer 0 found 1 ECMpids and 3 STREAMpids in PMT

2019/01/08 15:00:09 556FD47A c   (dvbapi) Demuxer 0 no enabled matching ecmpids -> decoding is waiting for matching readers!

